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ction AQUAMATE COLLECTION

Have peace of mind with the new Aquamate Collection of laminate flooring. Carb2 compliant for low emissions, 
Greenguard and A+ Floorscore certifications for indoor air quality. Aquamate laminate floors have undergone exten-
sive testing — including the tough 72-hour water resistance test. Abrasion resistance test rated at AC4 for durability. 
For enhanced surface texture, EIR technology is used — to replicate the natural grain and look of real hardwood for 
a lifelike appearance. Each plank measures 9” x 72” x 1/2”, seamlessly blending style and functionality. Aquamate 

features colored bevels on all 4 sides and a licensed 5G Valinge click system for an easy, fast and secure installation.

AVAILABLE ACCESSORIES ADDITIONAL DETAILS

HOBART

Dimensions                                                  72” x 9” x 1/2”
      (1835 x 236 x 12mm)
Finish                                  Embossed In Register 
Water Resistance                                          72hrs Surface
                                                               (NALFA test method)

Abrasion Resistance            AC4
Sq feet per box                                              23.31
Installation Options                 On, above, or below grade
Click System                                                     5G Valinge
Ideal Temperature Range                                18°C - 27°C
Relative Humidity                                                35%-55%

ADELAIDE ALICE SPRINGS BRISBANE CAIRNS

Reducer T-Moulding Stair Nosing

CANBERRA

DARWIN HOBART MELBOURNE PERTH SYDNEY


